
G. "Crois Connection" means an intra-wtre center channel connecting the

~arties' separate pieces of telecommunications equipment

H. "Oirectory Number CaU FOf'WIIrding- or ·CNCF- means an interim form of

Service Provider Number Portllbility (·SPNP-) which is provided through

existing and available call routing and call forwarding capabilities. CHCF

will fOl'Wllrd caUs dialed to an original telephone number to a new

telephone number on a multi-path basis. CHCF is not limited to listed

directory numbers.

I. "08-1" is a digital signal rate of 1.544 Mbpl (Mega Bits Per Second).

J. "OS-3" is a digital signal rate of 44.738 MbPI.

K. "Electronic File Transfer" r.... to any System/proceiS which utilizes an

electronic format and protocol to send/receive data files.

L. "Exchange ...... Record" or "!MR" il the ltandard used for exchange

of telecommunication, mes..ge information among Local Exchange

Camers for billable, non-billable, sample, settlement and study data.

EMR format is contained in BR.Q10-200-010 CRIS Exchange Message

Record, a Bellcore document which d-'ines industry standards for

exchange message records.

M. "Exchange Service" means a service offered to end users which provides

the end user with a telephonic connection to, and a unique local

telephone number address on, the public switched telecommunications

network, and which enable. such end u.... to generally place calls to, or
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receive alII. from, other stations on the public switched

telecommunialtions network. Exch8nge Service inctude. ba.ic residence

and busin... line service, PBX trunk line service, pay phone line service,

Centrex line service and ISDN line services. Exchange Service does not

include Private Line, Toll, Switched and Special Access services.

N. "f:)cpanded Interconnection Service" or aEIS· is the physical collocation

arrangement which Pacific provides in its designated Paciftc wire centers,

and shall have the ume meaning as set forth in Pacific's CPUC Tariff

175-T, Sec. 16 (Advice Letter No. 17501). Under this Agreement, EIS

services shall be governed by this state contrad and services shall be

purchased under state EIS tariffs.

O. "Expanded Interconnection Service-CrolS Connection" or aEISCC· is

Pacific's cross connection service it provides in conjunction with EIS, and

shall have the same meaning asset forth in Pacific's CPUC Tariff 175-T,

Sec. 16 (Advice Letter No. 17501). Under this Agreement, EISCC

services shall be governed by this state contrad and services shall be

purchased under state.EIS tariffs.

P. "Interconnection" means the connection of separate pieces of eqUipment,

transmiuion .facilities, etc., within, between or among networks. The

architecture of interconnection may include several methods including,

but not limited to, collocation arrangements.

Q. "Interexchange Carrie'" or "IXC" mean. a provider of stand-alone

interexchange telecommunications services.
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R. "ISDN" me."s Integrated Services Digital Network, which is a switched

network service providing end-to-end digital connectivity for the

simultaneous transmission of voice and dlltll. Basic Rate Interface-ISDN

(BRI-ISDN) provides for digital transmission of two 84 Kbps bearer

channels and one 16 Kbps data channel (2B + D).

S. "Link" ",..". a service whereby Paciftc will provide transport between the

Minimum Point of Entry (MPOE) at an end user premise and the Pacific

wire center from which the transport is extended. The Link is connected

within Pacific's wire center by an EISCC to an EIS, solely to provide an

authorized Exchange Service to the end .user. Links are technology

neutral and the Link purchaser is not permitted to specify any technology

type so long as Links meet the specifications set forth herein. The

following types of Links will be provided:

-Basic Link-: A Basic Link provides a two wire circuit or equivalent

voice frequency channel for the transmission of analog signals with

an approximate bandwidth of 300 to 3000 Hz (POTS grade). Basic

Links have an ·expected measured loss of approximately -8 dB.

WIthin the 300 to 3000 Hz. range, Basic Links will support repeat

loop start, loop reverse battery, or ground start seizure and

disconnect in one direction (toward the end office switch), and

repeat ringing in the other direction (toward the end user).

,
-ISDN Lin~: An ISDN Link provides a 2-wire ISDN digital grade

connection that will support digital transmission of two 64 Kbps

clear channels and one 16 Kbps data channel (2B+O), suitable for

provision of BRI-ISDN service. ISDN Links will have the electrical
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attributes such that BRI-ISDN could be provided with the ISDN Link

if it 'N8At used in conjunction with Pacific's network and switch.s in

ca..s which require no special electronics for loop extension

(typically beyond 12000 feet). MFS may design its 0'M"l methods

for loop extension and will implement those at its O'M"I cost or may

purchase from Pacific any methods used by Pacific which do not

require Pacific's switch functionality.

T. "Local Exd1ange Carrier" or "LEC" and "Competitive Local Carri..... or

"CLC" shall have the meanings as set forth in the Commission's Rules for

Local Competition, D. 95-07-054, App. A Sections 3.A and Bt

respectively.

U. ''Meet-Point Billing" or "MPS" refers to an arrangement whereby twa LECs

(including a LEC and a CLC) jointly provide the transport element of a

switched acces' service to one of the LEC's (or CLC's) end office

switches, with each LEC (or CLC) receiving an appropriate share of the

transport element revenues as defined by their effective access tariffs.

V. "MECAB" r8ferI to the~ Carrier AcctI. IlI1IDA.1MECAB)

document prepared by the Billing Committ.. of the Ordering and Billing

Forum (OBF)r which functions under the auspice. of the Carrier Liaison

Committee (CLC) of the Alliance for Telecommunications Industry

Solutions (ATlS). The MECAB document, published by Bellcor. as

Special Report SR-BDS-Q00983, contains the recommended guidelines

for the billing of an access service provided by two or more LECS

(including a LEC and a CLC), or by one LEC in two or more states within

a single LATA.
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W. "MECOD" ...... to the MYI.~;bII_~DIIlLQ!BdD.Q.jIDSl..I2IJ1ism

~) Ciuidattnt. for Acctg Strvicll - InMtrv SuRport Interface, a

document developed by the OrderingIProvilioning Committee under the

auspices of the Ordering and Billing FONm (OBF), which fundions und.r

the auspices of the Carrier liaiaon Committee (ClC) of the Alliance for

T.lecommunications Industry Solutionl (ATlS). Th. MECOD docum.nt,

publilhed by a.llcore a. Special Report SR STS-002643, .stablish••

methods for proce••ing orders ~or aeee.. service which is to be provid.d

by two or more lECs (including a lEC and a ClC).

X. ''Multipl. BilllMultiple Tariff method" mean. the meet-point billing m.thod

wher••ach lEC (or ClC) prepares and r.nd.rt its own meet point bill to

th•. IXC in accordance vvith its own tariff for that portion of the jointly­

provided Switched Acces. service which the lEC (or ClC) provide•. Th.

industry's MECAB documents ref.r to this method as ''Multipl. BillISingl.

Tariff".

Y. "NANP" m.n. the "North American Numbering Plan", the syst.m of

t.lephone numbering .mployed in the United States, Canada, and certain

Caribbean countri••.

Z. "Numbering PI.n ArM" or "NPA" is allO sometime. referred to as an ar.a

cod•. This is the three digit indicator which is defined by the "A", "B", and

"C" digiti of each 1O-clfgit t.lephon. number within the North Am.rican

Numbering PI.n rNANPj. Each NPA contains 800 possible NXX Cod.s.

There are two gen...., categori.s of NPA, "Geographic NPAs" and "Non­

G.ographic NPAs". A "Geographic NPA" is associated with a defined
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geographic area, and all telephone numbers bearing such NPA are

associated with services provided within that Geographic area. A "Non­

Geographic NPA", allo knOYt'l"l al a "Service Accen Code" (SAC Code) il

typically aSlociated with a specialized telecommunications service which

may be provided aeross multiple geogl1lphic NPA areas; 500, 800, 900,

700, and 888 are examples of Non-Geogl1lphic NPAI.

AA. IINXX", "NXX Code", "Central Otftce Code" or "CO Code" il the three digit

switch entity indicator which il defined by the "0", "E", and "F" digiti of a

1O-digit telephone number within the North American Numbering Plan

("NANP1. each NXX Code contains 10,000 station numbers.

Historically, entire NXX code blocks have been alsigned to specific

individual local exchange end office switchel.

BB. "Permanent Number Portability" means an industry (including Pacific and

MFS)-agreed to, govemment-mandated, or Commislion-approved long

term solution to provide Service Provider Number Pormbility to customers

who wish to retain their exilting telephone numbers when changing

carriers.

CC. "Rme Center" meanl the specific geographic point and correlponding

geographic ar.ea which are aSlociated with one or more particular NPA­

NXX codel which have been aSligned to a LEC (or CLC) for its provision

of Exchange Servicel. The -rate center point is the finite geographic

point identified by a sp8ciflc V&H coordinate, which is used to measure

distance-sensitive end user traffic tolfrom the particular NPA-NXX

designations associated with the specific Rate Center. The -rate center

area- is the exclusive geographic area identified as the area within which
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the lEC (or ClC) 'Nil! provide Exchange Services bearing the particular

NPA-NXX designations associated with the specific Rate Center. The

Rate Center point must be located within the R8te Center area.

DO. "Routing Point" meanl a location which a lEC or ClC hal designlted on

its 0'M1 network as the homing (routing) point for tnIfrIc inbound to

Exchange services provided by the LEC or ClC which bear a certain

NPA-NXX designation. The Routing Point is employed to calculate

mileage measurements for the distance-sensitive transport element

charges of Switched Access services. Pursuant to Bencore Practice BR

795-100-100, the Routing Point may be an "End Office" location, or a

"LEC Consortium Point of Interconnection". Pursuant to that same

aencore Practice, examples of the latter shan be designateet by a common

language location identifier (ClLl) code with (x)KD in positions 9, 10, 11,

where (x) may be any alphanumeric A-Z or 0-9. The above referenced

aellcore document refers to the Routing Point as the Rating Point. The

Rating Point/Routing Point need not be the same as the Rate Center

Point, nor must it be located within the Rate Center Area, but must be in

the same LATA as the· NPA-NXX.

EE. ·Service Provider Number PortabilItY' or ·SPNp· means the technical

ability to enable an end user customer to utilize its telephone number

within its current lEC or ClC wire center serving area, in conjunction with

a technically compatible Exchange Service provided by any duly

authorized LEC or CLe, regardlell of whether the customer's chosen

LEC or CLC is the carrier which originally assigned the number to the

customer.
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FF. "Signal Transfer Poinr or "STP" performs a packet switching function that

rout.. sign.ling me.sage. among Service Switching Points (SSPs),

S.rvice Control Points (SCPs). Signalling Points (SPs), and oth.r STPs in

ord.r to s.t up calls and to query databa••s for advanced s.rvices.

GG. "Switched Acce•• Service" mean. the offering of facilitie. for the purpose

of the origin.ion or termination of traffic to or from Exchang. S.rvice.

off.red in a giv.n area. Switched Accell Service. includ.: F.ature

Group A. F.RJr. Group B. F.ature Group 0, 800 access, and 900

access. Switch.d Access does not includ. services off.red ov.r LISA

and JANE faciliti••.

HH. "Wir. C.nter" denote. a building or sp8C8 within a building which s.rv••

as an aggregnon point on a given carri.r's network, where tran.mission

faciliti.s and circuits are connected or switched. Wlr. center can also

d.not. a building in which on. or more central offices, us.d for the

provision of Exchange Service. and acce.. service., are located.

Ho.....ver. for purpose. of EIS, VVire Cent.r shan m.an those points

eligibl. for such connections as specified in the FCC Dock.t No. 91-141.

and rule. adopted pursuant th.r.to.

II. "Local Interconnection S.rvice Arrangement" (LISA) provid•• for the

t.rmination of local .xchange and Intr8LATA t.lephon. traffic from MFS'

n.twork to Pacific's n.twork. VVhil. LISA connections are configur.d as

on.-way trunks for traffic transmis.ion, they will be two-way trunks for

t.sting purpo•••. LISA provid•• the tran.mi••ion path. tand.m switching

and/or end office switching, and end us.r t.rmination functions to

compl.t. tel.phon. communications from MFS' customers to Pacific's
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customers and customers of other LECs, CLCs, or wireless service

providers that may be connected to Pacific's tandem switches in the

LATA LISA mult be provided through separate trunk groups as specified

herein. LISA doel not provide connection to E911 or other servicel,

except as specified h....in. LISA is only provided v.t1ere facilities and

operating conditions permit, provided, each Party shall exercise

reasonable steps to provide the facilities and services described herein.

JJ. "JANE" is the local interconnection service arrangement that provides for

the termination of local exchange and IntraLATA telephone trllffic from

Pacific to MFS' network. VVhile JANE connectionl are configured as on.

way trunks for trllffic transmission, they will be two-way trunks for testing

purposes. JANE provides thole functions necessary to complete

telephone communications from Pacific's customers and customers of

other LECs, CLCs, or wireless service providers that may be connected to

Pacific's tandem switches in the LATA, to MFS' customers. It will be

offered on the same general terms and conditions as described above in

the definition of LISA.

The Parties shan interconnect the trunk groups specified in Parts V., VI., and

VII. (A)., as defined below:
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A In each LATA identified below, the correspondingly identified Pacific and

MFS wire centers shall serve as the Inittll LISA Interconnection Point

rILlP, and Initial JANE Interconnection Point rIJIP" respectively, at

which Pacific and MFS will interconnect their networks for interoperability

within that LATA

San Francisco

LATA 722

San Diego

LATA 732

LosAngelel

LATA 730

SNFCCA21

611 Folsom Sl

San Francisco, Ca

SNDGCA02

650 Robinson Ave.

San Diego, Ca

LSANCA04

Los Angeles, Ca

SNFCCASK

525 Market Sl, 6th Fir

San Francisco, Ca

SNDACADJ·

10085 Bames Canyon Rd.

San Diego, Ca

LSANCATH

1149 S. Broadway, 2nd fI

Los Angel.., Ca

B. MFS shall interconnect to MPB circuits, LISA trunk circuits, and E9·1·1

circuits at the ILlP, pursuant to Sections V., VI., and VII.(A) of this

Agreement, respectively, through a digital hand-otf at the EIS

arrangement MFS maintains at each ILiP wire center. MFS shall

purchase an appropriate EISCC service in order to interconnect to those

trunk groups. Altematively, MFS may interconnect to those trunk groups

at the ILiP by purchasing Pacific's Special Access and, if requested,

multiplexing services.
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C. PKific shaH interconnect to JANE trunk circuits at the IJIP pursuant to

Section VI. of this Agreement. MFS shall provide sufficient SP8C8 at or

near the Minimum Point of Entry (MPOE) Pacific maintains in the IJIP wire

center in order for Pacific to establish a JANE point of presence, from

Vtttich Pacific may purcha.. crosa-connection service. for interconnection

to the JANE trunk group.. MFS shall charge Pacific a monthly recurring

charge of $100.00 per rack for the JANE point of pretence at each IJIP.

The JANE cross connection charge. shall be equal to the facility level·

equivalent EISCC charges Pacific applies to MFS for LISA connections.

Alternatively, Pacific may interconnect to those trunk group. at the IJIP by

purchasing MFS' Special Access and, if requested, multiplexing service•.

D. In the event MFS determine. to offer Exchange service. in any other

LATA in which Pacific also offers Exchange Service', MFS shall provide

'Mitten notice to Pacific of the need to establish arrangements pursuant to

this Ag....ment in such LATA. Such notice shall include the date on

Vtttich MFS requires activation of the arrangementl in that LATA, and

shan be provided not le.s than four (4) month. in advance of that date.

Unle.. e....1y agreed otherwise by the Parties in advance, one Pacific

and one MFS wire center will be designated a. ILiP and IJIP,

respectively, i~ each new LATA as follows:

1. The Pacific wire center within the LATA at which MFS maintain. a

collocation facilitY shall be de.ignated a. the IUP for the LATA. In

the event MFS maintains collocation faciliti.. at more than one

Pacific wire center in the LATA at the time MFS' notice is delivered

to Pacific, the co-Iocated Pacific wire center which at that time
Page 14



IV.

handles the greatest amount of switched access trdic shall be

designated as the ILiP for the LATA MFS shall interconnect to

Pacific at the ILiP in the manner described in sub-paragraph B

above.

2. The MFS wire center within the LATA which is selected by Pacific

shall be designated as the IJIP for the LATA VVhere practical, the

MFS wire center which MFS haa designated al its initial Routing

Point for NXX codes in that LATA shall serve as the IJIP for the

LATA. Pacific's interconnection at the IJIP shall be in the manner

described.in sub-paragraph C above.

MFS' notice to Pacific shall identify the Pacific wire center it expects to

employ as 'LIP pursuant to the above. Likewise, such notice shall arso

identify the MFS wire center which MFS has designated as its initial

Routing Point for NXX codes in the LATA Within 10 business days of

receiving MFS' notice, Pacific shall provide a 'Mitten notice back to MFS

confirming the ILIP and IJIP or stating reasons why the ILIP may not be

appropriate and proposing an alternative.

A. Nothing in this Agreement shan be construed to in any mIInner limit or

otherwise adversely impact either Party's right to request and be assigned

any NANP number resOurces including, but not limited to, central office

(NXX) code. pursuant to the Central Otftce Code Assignment Guidelines

(last published by the Industry Numbering Committee ("INCi as INC 95­

0407-008, Revision 4f7195, formerly ICCF 93-0729-010).
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B. for the term of this Agreement, MFS sh.1I adopt the Rate Center are.s

and Rate Center points that the Commission h.s approved for Pacific

YJhenever MFS offers Exchange SeNices in an are. in YJhich Pacific is

the incumbent LEC, and shall as.ign whole NPA·NXX codes to each Rate

Center.

C. MFS will allo designate. Routing Point for each aUigned NXX code.

MFS may designate one location within e.ch Rate Center a. the Routing

Point for the NPA·NXXs a.sociated with that Rate Center; alternatively.

MFS may designate a single location within one Rate Center to seNe as

the Routing Point for all the NPA·NXXs associated with that Rate Center

and with one or more other Rate Centers seNed by MFS within the same

LATA.

D. To the extent Pacific serves as Central Offtce Code Administrator for a

given region, Pacific will support all MFS requests related to central office

(NXX) code administration and auignmentl in the manner required and

consistent with the Central OffIce Code Assignment Guidelines.

E. The Parti.. will comply with code administration requirements as

prescribed by the Federal Communications Commission, the Commission,

and accepted industry guidelines.

F. It shall be the responsitiility of e.ch Party to program and update its 0"""

switches and network systems pursuant to the Local Exchange Routing

Guide (LERG) guidelines to recognize and route traffic to the other

Page 18



v.

Party's assigned NXX cod.s at all times. Neith.r Party shall impose any

fea or charg.s whatso.v.r on the oth.r Party for such activiti.s.

G. each Party shall be responsible for notifying its customers of any changes

in dialing arrang.ments due to NPA .xhaust.

A. D.,qiption

1. Meet-point billing ("MPBj arrangements shall be eSUlblIshed

b.tMen the Parti.s to .nabl. MFS to provid., at its option,

Switched Acce,s Services to third partie. via a Pacific access

tandem switch, in accordance with the Meet-Point Billing guid.lin••

adopted by and contained in the Ordering and Billing Forum's

MECAB and MECOD docum.nts, .xcept a. modified herein. In the

case of Switched Acce.s SeNices provided through Pacific's

~. Tandem, Pacific will not offer blocking capability for

int....xchang. carrier traffic d.livered to Pacific's tand.m for

completion on MFS' network. Pacific and MFS und.rstand and

ag.... that MPB arrangements are available and functional only

tolfrom, interexchang. carriers who directly connect with the

tandem(s) that MFS ,ub-tend. in each LATA In no event will

Pacific be reqUired to route such traffic through more than one

tandem for connection tolfrom an interexchang. carrier. Pacific

shall have no r.sponsibility to .nsur. that any Int.rexchang.

Carri.r will accept traffic MFS directs to the Inter.xchang. Carrier.
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2. Except in instances of capacity Iimitlltions, Pacffic shall permit and

enable MFS to sub-tend the Pacific access tandem switch(es)

nearest to the MFS Routing Point(s) associated with the NPA­

NXX(s) tolfrom Yt41ich the Switched Access Services are homed. In

instances of capacity limitation at a given access tandem switch,

MFS shall be allowed to sub-tend the next-nearest Pacific access

tandem switch in \Nhich sutritient capacity is available.

3. Interconnection for the MPB arrangement shall occur at the ILIP,

consistent with the terms and conditions herein. Switched Access

EISCC charges shall apply to the MPB connection Yt41ere such

. connection is made through EIS.

4. Convnon channel signalling ("CCSj shall be utilized in conjunction

with meet-point billing arrangements to the extent such signalling is

resident in the Pacific access tandem switch.

5. MFS and Pacific vwill u.. their belt reasonable efforts, individually

and collectively, .to maintain provisions in their respective federal

and s.. access tartrfs, and/or provisions within the National

Exchange Carrier Association rNECAj Tariff No.4, or any

successor tariff, sufficient to reflect this meet-point billing

arrangement, including meet-point billing percentages.

6. As detailed in the MECAI document, MFS and Pacific will in a

timely fashion exchange all information necessary to accurately,

reliably and promptly bill third parties for Switched Access SeNices

traffic jointly handled by MFS and Pacific via the meet point
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· arrangement Information shall be exchanged in Electronic

Message Record (ltEMRj fol'm8t on magnetic tape or via a

mutually acceptable electronic file transfer protocol.

7. MFS and Pacific shall employ the calendar month billing period for

meet-point billing, and shall provide each other, at no charge and

once a month (unles. otherwise mutually agreed bet\YHn the

Partie.), the switched acce.. detailed usage- data. Pacific will

provide MFS with the switched acce•• detailed u.age data within

10 days of the end of the calendar month billing period. MFS will

provide to Pacific the switched acce•• summary usage data within

45 day. of receipt from Pacific of the switched access detailed

usage data.

8. MPB will not apply for cau. redir.cted from PacIIe's switched

aCC81s to Pacific's CHCF service over JANE trunks to MFS.

Instead, Pacific shall retain all of the switched acce.s charge.

associated with this tr8ftic and MFS shall receive Reciprocal

Compensation •• prOVided in Section VI. below.

B. COfDDIOlItion

1. Billing to 3rd-partie. (including any future interexchange entities

operated by Pacific or its atftliatel) for the Switched Access

Service. jointly provided by MFS and Pacific via the meet-point

billing arrangement shan be according to the muitiple-billlmuitipl.

tariff method. However. upon mutual agreement, Pacific will also

bill jointly provided switched acce.s services through a single
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bilUmultiple tariff arrangement. Switched Acce.. charge. to 3rd­

partie. shall be calculated utilizing the rate. specified in MFS' and

Pacific'. re.pective federal and state acce•• tariffs, in conjunction

with the appropriate meet-point billing percentage. specified for

each rneet-point arrangement either in tho.e tariff., in the NECA

No. 4 tariff, or any functional successor to the NECA No.4 tariff.

2. MPB will apply to all tr8ffic bearing the 800, 888, or any other non­

geographic NPA which may be likewise de.ignated for such tr8ffic

in the future, where the re.pon.ible party is an IXC. In tho..

situations where the responsible party for such traffic is a LEC or

CLC, full switched access rates will be charged to the responsible

LEC or CLC.

VI.

A. Description

The Parties shall reciprocally terminate local exchange traffic and

intraLATA toll calls originating on each others' network., a. follows:

1. The P~rties shan make avan..- to each other the following trunk

connections for the reciprocal e)Change of locat exchange traffic

and intraLATA toll traffic:

a. Pacific shall make available to MFS at the ILlP, trunk

connections over which MFS may terminate local exchange
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traffic and intraLATA toll traftic. These trunk connections

shall be designated as "LISA trunks".

b. MFS shall mak. available to Pacific at the IJIP. trunk

connections over which Pacific may terminate local

exchange traffic and intraLATA toll traffic. Thes. trunk

connections shall be designated. "JANE trunks".

2. Initial LISA trunks will be configured into a single consolidated

trunk group over which MFS may terminate local exchange traffic

and intraLATA toll on a LATA-wide basis (including local

exchange traffic and intraLATA toll tr1Iffic to other LECs. CLCs, or

wireless service providers which sub-tend Pacific's access

tandems). The initial LISA facility connection will be made at the

OS-3 level. with additional trunk capacity added in OS-1 or multiple

OS-1 increments. Pursuant to the Joint Interconnection Grooming

Plan prescribed in point 4. below, appropriate numbers of LISA

trunks shall be separated into segregated LISA trunk groups.

Further, pursu~nt to the Joint Interconnection Grooming Plan.

each segregated LISA trunk group shall be configured as a direct

trunk group connection from a specific end otr1ce or tandem switch

in MFS' network, to a specific end office or tandem switch in

PacifIC'S network. VVhen segregated trunk groups are established

under the Joint Grooming Plan, then pursuant to MFS' sole

preference. Pacitic will make available, and MFS will interconnect

to each subsequently segregated LISA trunk group at: (1) the ILlP;

(2) the wire center housing the Pacific switch to which the

segregated LISA trunk group is terminated; or (3) any Pacific wire
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center which is designated as a serving wire center for aeeess

purpo..., where the distance between such wire center and the

wire center housing the Pacific switch to which the segregated

LISA trunk group is terminated, is no greater than the distance

betwHn the ILiP and the wire center housing the Pacific switch to

which the segregated LISA trunk group is terminated. VVhere MFS

interconnects to LISA trunk groups at points other than the ILIP,

interconnection shall occur under the same tenns as specified for

interconnection at the ILiP in Section III.B of this Agreement.

3. Initial JANE trunks will be configured into a single consolidated

trunk group over which Pacific may terminate local elCChange tnIfftc

and intraLATA toll on a LATA-wide basis to MFS (inclUding local

exchange traffic and intraLATA toll traffic originated by other LEes,

CLCs, or wireless service providers). The initial JANE facility

connection will be made at the 08-3 level, with additional trunk

capacity added in 0S-1 or multiple 0S-1 increments. Pursuant to

the Joint Interconnection Grooming Plan described in point 4,

below, appropria~ numbers of JANE trunks shall be separated into

segregated JANE trunk groups. Further, pursuant to the Joint

Interconnection Grooming Plan, each segregated JANE trunk

group shall be configured as a direct trunk group connection from a

specific end office or tandem switch in Pacific's network, to a

specific end office or tandem switch in MFS' network. VVhen

segregated trunk' groups are established under the Joint Grooming

Plan, then pursuant to Pacific's sole preference, MFS will make

available, and Pacific will interconnect to each subsequently

segregated JANE trunk group at: (1) the IJIP; (2) the wire center
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housing the MFS switch to which the segreg8ted JANE trunk group

is terminated; or (3) any MFS wire center which is designated as a

serving wire center for access purpo_. where the distance

betMen such wire center and the wire center houling the MFS

switch to which the segregated JANE trunk group il terminated. is

no greater than the distance bet\veen the IJIP and the wire center

houling the MFS switch to which the segreg8ted JANE trunk group

is terminated. VVhere Pacific interconnects to ·JANE trunk groups

at points other than the IJIP, interconnection shall occur under the

same terml al specified for interconnection at the IJIP in Section

lite of this agreement.

4. The Parties will jointly develop and ag,.. on a Joint

Interconnection Grooming Plan prescribing standardl to ensure

that tr1IffIc exchanged over the LISA and JANE trunk groups

elCp8riences a consistent P.01 or better grade of service, and other

appropriate, relevant industry-accepted quality, reliability and

availability standards. Such plan shall also include mutually­

agreed upon s~ndards for the configuration of segregated LISA

trunk groups and segregated JANE trunk groups. In addition, the

plan shall also include standards and procedures for notification of

trunk disconnections and discoveries of trunk disconnections;

neither Party shall be expected to maintain active status for a trunk

disconnected by the other Party for an extended or indefinite

period of time. the Parties will use their belt collective good faith

efforts to complete and agree on such plan within 90 days following

execution of this agreemenl
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5. The Parties will provide Common Channel Signalling (CCS) to one

another, where and as available, in conjunction with all LISA and

JANE trunk groups. The Parties will coopel'8te in the exchange of

Transaction Capabilities Application Part (TCAP) messages to

facilitllte full inter-Gperability d CC8-bIIMd features between their

respective networks, including all CLASS features and fundions, to

the extent each carrier offers such felllures and fundlons to its own

end users. All CCS signalling parameteri will be provided

including calling party number (CPN), originating line information

(OU) calling party category, charge number, etc. All privacy

indicators will be honored. \Nhere available, network signalling

information such as Carrier Identification Parameter (CCS platform)

and CIC/OZZ information (non-CCS environment) will be provided

wherever such information is needed for call routing or billing. The

Parties will follow all Ordering and Billing Forum adopted standards

pertaining to CIC/OZZ codu. VVhere CCS is not available, in­

band multi-frequency (MF) wink start signalling will be provided:

this MF arrangement will require a separate LISA trunk group

betMen MFS' switch and P8Ciftc's access tandem. After March 1,

1998, the Parties shall establish segregated USA and JANE trunk

groups as needed to allow for ISDN int8rOperability utilizing the

BSZS ~SF protocol for 64 kbps clear channel transmission.

6. The Parties shall establish CCS interconnections STP-to-STP in

each LATA where MFS provides service. Such imerconnedions

shall be made at the ILIP and/or other points, as necessary and as

jointly agreed to by the parties.
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7. The terms of the Joint Interconnection Grooming Plan specified in

point 4, above, notYAthsmnding, MFS m-v opt at any time to

terminate to Pacific some or all IOCIII exchange traffic and

intraLATA toll trllfftc origin8ting on its network, together with

switched access trllfftc, via Feature Group 0 Switched Access

services MFS m-v otherwi.. purcha.. from Pacific, SUbject to the

rates, terms and conditions specified in Pacific's standard

intrasmte FGD access tariffs. Neither Party shall terminate

switched access traffic over LISA or JANE trunks.

B. CorrtplOytion

1. The following reciprocal compensation rates shall apply for tratrlc

carried between Pacific and MFS via LISA or JANE trunks:

a. Blended rate: $.0087 per minute.

b. Local rate: $.0075 per minute.

c. Toll rate: $.014 per minute.

d. LISA transit rate: $.0085 Per minute.

e. JANE transit rate: $.00 per minute. (No charge.)

2. Meaanrnent of billing minutes of u.. over LISA/JANE trunk

groups shall be in actual conversation seconds. The toml

conversation seconds over each individual LISA/JANE trunk group

will be tomled for the entire monthly bill-round and then rounded to

the next ...mole minute.
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3. Pacific shall track and total each month the conv....ation seconds

for which it perfOrmed CHCF and then routed such trdIc to MFS

over JANE trunks. Pacific shall supply this total number of

conversation second. to MFS each month for each JANE trunk

group. MFS shall charge Pacific for the.. conversation seconds at

the Blended rate specified above. MFS shall track and total each

month the conversation second. for which it performed CNCF and

then routed such tr.mc to Pacific over LISA trunk.. MFS shall

supply this total number of conversation seconds to Pacific each

month for each LISA trunk group. Pacific shall charge MFS for

these conversation seconds at the Blended rate specified above.

4. Each Party shall determine the tratrIc type for each call it receives

from the other Party over a LISA/JANE trunk, by comparing the

Calling Party Number (CPN) in the call record to the called party

number in the record.

a) For the total conversation seconds where the CPN is not

pre..nt in the call record, the Toll rate specified above shall

apply.

b) For the total conversation second. on JANE trunks where

the CPN bears an NPA-NXX assigned to a third party LEC,

CLC, or wireles. service provider the JANE transit rate

specified above shall apply. For the total conversation

seconds on LISA trunks where the called party number

bears an NPA-NXX assigned to a third party LEC, CLe, or
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wireless service provider the LISA transit rate specified

above shall apply.

c) For the total conversation seconds where the CPN bears an

NPA-NXX assigned to the other Party, tNhere such NPA­

NXX is associated with a rate center point more than 12

miles from the rllte center point of the called party number,

the Toll rate specified above shall apply..

d) For the total conversation seconds where the CPN bears an

NPA-NXX assigned to the other Party, where such NPA­

NXX is associated with a rate center point within 0-12 miles

of the rate center point of the called party number, that

number of total conversation seconds charged at the

Blended rate per paragraph 3, above, shall be subtracted

and the remainder shall be billed at the Local rate specified

above.

e) For BLV/BLVI calls on LISA/JANE trunks, and OA calls over

JANE trunks, only the charges specified for those calls in

Sections VlI.O. and VlI.E., respectively, shall apply.

To the extent that in any given billing period one Party is unable to

determine traffic type as specified above, it shall request, and the

other Party shall' provide, percentage of use factors for all traffic

which the second Party terminated to the first over LISA/JANE

trunks.
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VII.

5. Pacific and MFS shall impo.e no per trunk monthly recurring

charges for LISA and JANE trunks. HOYIever, MFS shall pay

Pacific non-recurring charge. for USA trunks, and Pacific shall pay

MFS non-recurring charg.. for JANE trunks. The non-recurring

charge. for LISA and JANE trunks shall be: (1) to the tandem,

$530 for the first trunk and sa each additional trunk; and (2) to the

end office, $850 for the first trunk and sa for each additional trunk.

In addition, labor charges for work outside of normal day busine••

hours or for additional testing beyond normal testing, when such

work or testing is requested by either Party, shall apply to the Party

requesting that the work be performed.

A. E 9-1-1

1. Pacific will provide E9-1-1 service to MFS under the terms and

conditions of its E9-1-1 tariff proposal in 1.95-04-43 and R.95-04­

CM4. VVhen suCh tariff is approved by the Commission, to the

extent it establishes lov.w rate. and charges than those contained

in this Agreement, such lower rates and charges shall apply and

Pacific' will credit MFS the difference between what it has paid

Pacific under this agreement and what MFS would have paid

Pacific under the approved tariff. This credit shall be for an
,

amount of no more than the difference in rates and charges for

three months of E-9-1-1 charges under this agreement.
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